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1. GENERAL DESCRIPTION 

    DS3566 is an open source single board machine, based on Rockchip's SoC RK3566 
which is the most cost-effective business display solutions with below new features： 
(I) Quad-core Cortex-A55, build-in NPU up to 1TOPs, and with GPU Mali-G52-2EE , 
Android 11 OS or Linux(Debian 10 or Buildroot) 
(II) Support 2~8GB RAM, 8~128GB eMMC flash, external expansion storage Micro SD 
card (Max 512GB) 
(III) Peripheral interface：USB2.0 * 1, USB3.0 * 1, RJ45 *1, Headphone * 1, TF Card Slot * 
1, SIM Card Slot *1,DC IN * 1 
(IV) Display interface：HDMI OUT * 1, LVDS * 1, eDP * 1 
(V) Build-in：MIPI CSI * 1, MIPI DSI * 1, Mini PCIe * 1, USB2.0 * 4, Speaker * 1, MIC * 1, 
PDM * 1, I2C * 1, CAN * 1, UART * 4, GPIO * 8 
(VI) Network： WIFI5(2.4G+5.8G), BT4.0, GIGA Ethernet * 1 
(VII) Dimension：124mm * 85mm, Weight：70g 
(VIII) Power supply：4.5V ~ 18V 
 
  

2.PRODUCT OVERVIEW 

Below picture is for reference only, please prevail in kind. 
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No. Name Description 
1 DC IN 4.5V~18V input 

2 3.5mm Slot Headphone * 1 

3 FPC Slot MIPI DSI *1  

4 HDMI OUT *1 

5 FPC Slot MIPI CSI*1 

6 TF Card Slot *1 

7 PH2.0 Slot 2 Pin, GPIO * 2 

8 USB2.0 Slot *1 

9 RJ45 *1 (1000M Ethernet) 

10 USB3.0 Slot *1 

11 PH2.0 Slot 

4 Pin, USB2.0 *3 12 PH2.0 Slot 

13 PH2.0 Slot 

14 Mini PCIe *1, for 4G LTE 

15 PH2.0 Slot 4 Pin, USB2.0 * 1 

16 PH2.0 Slot 4 Pin, UART/RS-232*1 

17 PH2.0 Slot 4 Pin, UART/RS-232*1 

18 PH2.0 Slot 4 Pin, UART/RS-485*1 

19 IPEX *3，WIFI&BT Antenna 

20 PH2.0 Slot 4 Pin, UART/RS-232*1 

21 PH2.0 Slot 4 Pin, CAN*1 

22 PH2.0 Slot 4 Pin, External button board 

23 PH2.0 Slot 4 Pin,I2C*1 

24 PH2.0 Slot 4 Pin, External IR board 

25 PH2.0 Slot 6 Pin, GPIO*6 

26 PH2.0 Slot 4 Pin, Speaker*1(Max to 2*10W) 

27 PH2.0 Slot 6 Pin, LVDS Panel backlight 

28 PH2.0 Slot 6 Pin, eDP Panel backlight 

29 eDP Panel Slot *1 

30 FPC Slot PDM*1 

31 eDP Panel voltage switch 3.3V/5V/12V 

32 LVDS Panel voltage switch 3.3V/5V/12V 

33 LVDS Panel Slot *1 

34 PH2.0 Slot 2 Pin, MIC IN * 1 

35 PH2.0 Slot 4 Pin, DC IN*1(4.5V~18V input) 

36 SIM Card Slot *1 

 
 

3.BLOCK DIAGRAM 
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4.FEATURES 

CHIPSET Rockchip RK3566 

MARKET AREA Global 

 

 

Processor 

 

 

OS Android 11.0/Linux  

CPU Quad-core Cortex-A55  

GPU Mali-G52-2EE GPU 

LPDDR4 2GB（4/8GB optioal） 

EMMC FLASH 16GB（8/32/64/128G Optional） 

NETWORK 

Ethernet RJ45*1, 10/100/1000M 

WiFi WIFI/802.11.AC，MIMO 

Bluetooth BT4.0(Optional BT5.0) 

Adapter DC12V / 2A 

Dimension 124mm * 85mm 

Weight 70g 

Customizable GUI 
We provided GUI customization and we have a vast collection of Launcher 

created by our R&D team for you to choose from. 
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5.SUPPORT FORMATS 

Video Decoder  
 H.265 HEVC/MVC Main10 Profile yuv420@L5.1 up to 4096x2304@60fps  
 H.264 AVC/MVC Main10 Profile yuv400/yuv420/yuv422/@L5.1 up to 

4096x2304@60fps  
 VP9 Profile0/2 yuv420@L5.1 up to 4096x2304@60fps  
 VP8 verision2,up to 1920x1088@60fps  
 VC1 Simple Profile@low, medium, high levels, Main Profile@low, medium, high 

levels, Advanced Profile@level0~3,up to 1920x1088@60fps  
 MPEG-4 Simple Profile@L0~6,Advanced Simple Profile@L0~5,up to 

1920x1088@60fps  
 MPEG-2 Main Profile, low, medium and high levels, up to 1920x1088@60fps  
 MPEG-1 Main Profile, low, medium and high levels, up to 1920x1088@60fps  
 H.263 Profile0,levels 10-70,up to 720x576@60fps  

 
Video Encoder  
 H.264/AVC BP/MP/HP@level4.2，up to 1920x1080@60fps  
 H.265/HEVC MP@level4.1, up to 1920x1080@100fps (4096x4096@10fps with 

TILE)  
 Support YUV/RGB video source with rotation and mirror  

 
JPEG decoder  

 Decoder size is from 48x48 to 65536x65536  
 Support YUV400/YUV411/YUV420/YUV422/YUV440/YUV444  
 Support 1920x1080@120fps  
 Support MJPEG  

 
 JPEG encoder  

 Baseline Non-progressive  
 up to 8192x8192  
 up to 90 million pixels per second  

 

6.PRECAUTIONS FOR USE 
1.Relative humidity: ≤90% . 

2. Operation temperature:  commercial (0 °C ~60 °C)/Extended commercial (-20 °C ~ 85°C) 

3.Do not squeeze、distort or disassemble the PC.  

4.Keep the Board away from static electricity . 

5.Keep the Board away from water and other liquid.  

6.Don’t use long connect wires which may affect performance and image quality.  
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